
 

 

 

Diotrol Dioplast 
2K-PU Bouncing putty 
#28427 

 

Description Dioplast is a permanently elastic and shrinkage-free 2-component filling and modeling 
compound for filling cracks and holes as well as for mending and shaping. It is characterized 
by a high elasticity, excellent adhesion and can be sanded. The volume shrinkage is low. 

Application area Permanently elastic wood filler for exterior and interior work. Dioplast is absolutely water-
resistant after dehydration and can therefore also be used underwater. Due to the high adhesion 
and adhesive power Dioplast is also suitable for versatile work on plastic as well as metallic and 
mineral substrates.  

For initial use, an adhesiontest should always be made. 

Binder /  
reactive agents 

Component A: Modified Polyurethane Resins 

Component B (Hardener): Aliphatic isocyanate 

Active agents / 

Biocide 

no 

Solids 100% 

Spec. Gravity Component A:   1,000 kg / l 

Component B (hardener): 1.200 kg / l 

Components A + B:   1.050 kg / l 

Mixing 5: 2 
250g component A (putty) + 100g component B (hardener) 

After mixing the A and B components, the Dioplast can be processed for 2-4 hours at 20°C. 

Tints beige 

Packaging Packaging (including hardener) to 350g. 

Storage 12 months in a cool and appropriate place, in closed original packaging. Close packaging properly 
after usage. Prevent from freezing. Keep dry. 



 

 

Surface The surface must be clean and dry and should be slightly sanded if necessary. Pre-treat untreated 
substrates according to the paint system. The substrate must be dry and the moisture of the wood 
must not exceed 15%. Dioplast is sensitive to moisture until fully cured. Increased moisture 
otherwise causes swelling of the bouncing putty (blistering) during the drying phase. Thoroughly 
mix both components according to the mixing ratio. The mass is ready for use immediately 
afterwards. The minimum curing temperature is 10 ° C. 

Processing Stainless spatula tool. 

Dilution ready to use 

Paint system 1-2 x Dioplast 

Dioplast can be overcoated with all commercially available water-dilutable or solvent-containing 
1- and 2-component products. 

Putty spots older than 3 days must be slightly sanded. 

Drying at 18 – 
20°C (at 50% rel. 
moisture) 

 Dried through after 12-24 days 

 Hardened and recoatable after 1-2 days 

(depending on the temperature, the quantity applied and the humidity) 

In case of doubt or uncertainties, please contact the technical service. 

Cleaning of tools Clean tools immediately after use with universal or cleaning thinner. 

Safety advice Please read safety data sheet. 

Remarks This information is due to the current, technical know-how and are meant as recommendation 
and advice. Concerning all mentioned paint coat structures we do not maintain completeness. 
Insufficient wood quality, lack of constructive wood-protection, drying cracks in solid wood and 
otherwise identified faults have to be admonished by the customer before painting or glazing. 
Because of the diversification and different kinds of substrates and practice, the user has to test 
our products mainly for his own purpose and has to use and apply them properly. For this, he is 
fully responsible. Verbal advice must be fixed obligatory by a signed document. If a new issue will 
be current, this edition will be no more available 
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